
NEI-30/27/11

Effective Core Parameters:

Σ Ι/Α 0,52 mm-¹
Le 58,0 mm
Ae 111,0 mm ²
Amin - - - mm ²
Ve 6440,0 mm ³

Weight Approx. (piece) 34,6 g

Dimensions in mm

WITH GAP

DESCRIPTION ORDER MATERIAL Al [nH] Tol.% ~g [mm] ~ µeAl [nH] Tol.% ~g [mm] ~ µe
NEI-30/27/11-180-IP6 IP6 180 ± 10 1,50 74
NEI-30/27/11-180-IP12R IP12R 180 ± 10 1,50 74
NEI-30/27/11-200-IP12R IP12R 200 ± 10 1,30 83
NEI-30/27/11-300-IP6 IP6 300 ± 12 0,6 124
NEI-30/27/11-300-IP12R IP12R 300 ± 12 0,6 124
NEI-30/27/11-450-IP12R IP12R 450 ± 10 0,37 186,2

WITHOUT GAP

DESCRIPTION ORDER MATERIAL Al [nH] Tol.% ~g [mm] ~ µe
NEI-30/27/11-3300-IP6 IP6 3300 +30 / -20 - - - 1365
NEI-30/27/11-4000-IP12R IP12R 4000 ± 25 - - - 1655
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